REGIONAL DISTRICT NORTH OKANAGAN
2 GREATER VERNON WATER

Cross Connection Control
Agricultural Backflow Testing Requirements

POTABLE NON-POTABLE
AGRICULTURAL IRRIGATION AGRICULTURAL IRRIGATION

WATER USERS WATER USERS
You DO require: You DO require:
A testable backflow preventer or an | A testable backflow preventer on
approved backflow prevention your domestic potable service
assembly on your agricultural (most commonly inside your
irrigation service BEFORE house).

agricultural turn on. _
You DO require:

You DO require: An annual test of backflow

An annual test of backflow preventers submitted by a certified
preventers submitted by a certified | backflow assembly tester BEFORE
backflow assembly tester BEFORE | June 15 or your water will be shut
June 15 or your water will be shut off.

off. .
You DO NOT require:

A backflow preventer on the non-
potable irrigation service.

Why?
Backflow preventers protect our drinking water from contaminates like
pesticides, fertilizer, or soil bacteria. Annual tests ensure the backflow
preventer is in good working order.

Unsure if you have a potable or non-potable irrigation service?
Your Irrigation Source is listed on the enclosed
Agricultural Water Information Table.

A list of certified testers and more information on cross connection
prevention can be found at: www.rdno.ca/ccc

Questions? Please contact our office at:
250-550-3654 or ccc@rdno.ca



http://www.rdno.ca/ccc
mailto:ccc@rdno.ca

